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DC (Deep Cycle) series batteries 
provide superior high integrity and 
reliability. It is specially designed 
for frequent cyclic charge and 
discharge. By using strong grids, 
thick plate and specially active 
material are designed for repead-
ed deep-discharge applications. 
The DC series batteries offer 30% 
more cyclic life than standby 
series. It is suitable for solar and 
wind renewable energy storage, 
mobility and medical equipment, 
RV, telecom, broadband and cable 
TV, UPS systems etc.

Cells per Unit

Nominal voltag

Nominal Capacity 20HR

Dimensions

Capacity 25C° (77°F)

Approx Weight 

Terminal

Container Material

Max. Discharge Current

Internal Resistance 

Operating Temp.Range

Nominal Operating Temp. Range

Cycle Use 

Standby Use

Capacity By Temperature

Quantity per box

Self Discharge

Specification

Dimensions
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12v 

150AH C20 

Lenght 478mm±2mm ( 18.8 inches )

Width 170mm±2mm ( 6.7 inches )

Height 238mm±2mm ( 9.4 inches )

156.4AH /7.5A (20hr , 1.80V/cell , 25°C/77°F) 

43Kg±0.5Kg (94.8 IBS) 

T11 

ABS 

1500A (5s) 

3.2mΩ 

Discharge (-15~50°C ) (5~122°F)

Charge ( 0~40°C ) (32~104°F)

Storage (-15 ~ 50°) C (5~104°C)

25±3°C / 77±5°F 

Initial Current less than 30A 14.6V~14.8V at 

25°C(77°F)Temp. Cofficient 30mV/°C

13,6 

40°C (104°F)   103%                                                                                                                                    

25°C (77°F)     100%                                                                                     

0°C   (32°F)       88%                                                                                            

-15°C ( 5°F)       70%           

1 PC per box 

ME Lead-Acid series batteries may be stored 

up to 6 months at 25°C (77°F) and than a 

freshening charge is required for higher 

temperatures the time interval will be shorter

T11 Terminal
Unit: mm
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Address: Industrial Zone, Bounoura, Ghardaia, Algeria

Technical Service: +213 658 16 05 05Sales Service: +213 658 47 05 05

Email: contact@masterenergy-dz.com Website: https://masterenergy-dz.com

Get in toutch

www.masterenergy-dz.com contact@masterenergy-dz.com

2

6 

12v 

150AH C20 

Lenght 478mm±2mm ( 18.8 inches )

Width 170mm±2mm ( 6.7 inches )

Height 238mm±2mm ( 9.4 inches )

156.4AH /7.5A (20hr , 1.80V/cell , 25°C/77°F) 

43Kg±0.5Kg (94.8 IBS) 

T11 

ABS 

1500A (5s) 

3.2mΩ 

Discharge (-15~50°C ) (5~122°F)

Charge ( 0~40°C ) (32~104°F)

Storage (-15 ~ 50°) C (5~104°C)

25±3°C / 77±5°F 

Initial Current less than 30A 14.6V~14.8V at 

25°C(77°F)Temp. Cofficient 30mV/°C

13,6 

40°C (104°F)   103%                                                                                                                                    

25°C (77°F)     100%                                                                                     

0°C   (32°F)       88%                                                                                            

-15°C ( 5°F)       70%           

1 PC per box 

ME Lead-Acid series batteries may be stored 

up to 6 months at 25°C (77°F) and than a 

freshening charge is required for higher 

temperatures the time interval will be shorter

C

M

Y

CM

MY

CY

CMY

K


